Replacing the Batteries

© To prevent corrosion, always remove the batteries when the fimer is not in use for long
periods of fime or when the batteries are low.

o It is recommended that new batteries are installed if you are going away for an extended
period of time. This will ensure that watering continues as programmed.

@ When removing old hatteries ‘PO’ will flash on the display, indicuﬁnﬂ that you have
2 minutes to install the new batteries without losing any programmed data.

o If batteries are removed or fail during a programmed watering session, ensure they are
replaced within two minutes otherwise the timer will not turn off the water.

11.0Day-Displays the selected watering frequency

13. %

There are 8 options available

1 - Every day 5 - Every fifth day
2 - Every second day 6 - Every sixth day
3 - Every third day 7 - Every seventh day

4 - Every fourth day (- Calendar (eg. Mon, Wed etc.)
Once the watering frequency or watering days are selected they will apply
to all programs.

Day of Week - Indicates the current day of the week in automatic mode and
watering days selected for calendar watering in programming mode.

Seasonal Adjust — Allows you fo alter the watering duration of set programs
without reprogramming. Seasonal adjust can be set from 10% to 200%

(in 10% increments) of programmed watering duration. Allows you fo tailor
watering duration with the change in the seasons. EG. if seasonal adjust is
initially set at 100% and watering duration in program 1 is 10 minutes.
Changing seasonal adjust to 150% will increase watering duration in program
1 to 15 minutes.

Battery Low — Low battery icon will initially flash when the batteries are low.
If the batteries are not replaced before the next watering cycle the battery
icon will display continuously. This will prevent the set programs from activating
and the tap timer will not turn on as scheduled.



How to Install

1. Insert 2 new AA ALKALINE batteries in the battery compartment
(Using old hatteries will decrease the overall operational fime of the timer).
2. Set the current day and time and desired watering programs before installation
(See programming).
3. Fit the tap timer to the tap
For 17 (25mm) taps - attach the tap fimer directly to the tap using the 1" tap
connector.
For 3/4" (20mm) taps - attach the included 3/4" bush directly to the tap, then
attach the tap timer fo the bush.
. Hand tighten until secure. Do not use tools fo tighten. Do not over fighten.
. Attach removable cover by aligning with bracket on front of tap timer. Gently
slide cover onto bracket unfil it clips into place.
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Programming Instructions

Set Current Time and Day
(The Pope Digital Set Automatic Tap Timer uses a 24 hour clock)

Set day:
1. Press()
A bar will flash under MON (Mondu):} on the display panel
Press (+) or (=) to move fo current day ©® 0
Press @mwhen correct

Set hour:
2. The hour range will flash

Press (+) or (9 to select the current hour (range 0 - 23)

Press @m) when correct ©® 0

Manual Operation

The Digital Set can be used to water outside of the set see—ee
watering proglrums using manual operation.
To set manual on 2

1. Press © 00

Watering duration will flash

MON TUE WED THU_FRI_SAT_SUN

2. Press@or@lo set desired watering duration =
(range] to 300 minutes) 10
Press @) to confirm and start watering @® —

The tap timer will shut off watering after the set time has expired
and return fo automatic mode

To stop manual watering before the set duration has passed
Press ()watering will shut off immediately

Rain Delay

MON TUE WED THU_FRI_SAT_SUN

You can hypass the set watering programs by pressing and
holdingfor 5 seconds. This will prevent Ine tap timer OFF

from watering automatically. —

The screen will change in automatic mode to show that the
programs are inactive.

To resume programmed watering press and hold @ for 5 seconds.

Note: Your programmed watering will not re-commence unfil the bypass is turned off.









